
For more information, please call the Reliance factory for the distributor nearest you.

Reliance Trailer – Spokane (Factory) (888) 475-6800
3025 S. Geiger Blvd Spokane, WA 99224 fax (509) 747-4811

Reliance Trailer - Cotati (800) 339-7911
7911 Redwood Drive Cotati, CA 94931 fax (707) 795-9305

“Pit Truck”
By Reliance

Custom built to fit your application.
40 – 50 ton payload for off road pit work.

Save thousands of dollars on equipment cost and 
maintenance.

Mechanical high lift tailgate available.

Heavy duty rock guard for rear brake cans available.



STEEL ROCK PIT BODY (SRBTS-19' 2")

BODY LENGTH: 19' 2" (APPROX CAPACITY OF 40 - 50 TONS)
SIDE HEIGHT: 72" TAPERED TO 58"
FLOOR: 3/16" AR400 STEEL WITH 3/8" AR400 STEEL OVERLAY
SIDES: 3/16" AR400 STEEL WITH 1/4" AR400 STEEL INNER SIDE; INCLUDES TWO

3/16" T-1A MIDRAILS ON OUTSIDE OF BOX
FRONT PANEL: 3/16" AR400 STEEL
CABGUARD: 3/16" T-1A STEEL; FULL WIDTH OF CAB AS WELL AS FULL LENGTH
TAILGATE: 1/4" AR400 STEEL WITH 1/4" AR400 INNER TAILGATE; WATERTIGHT SEAL

INCLUDED. CATERPILLAR HINGE SET USED FOR SEVERE APPLICATION.
HOIST: (2) 6"x108" CUSTOM; SPECIAL UNDERSLUNG MOUNT
LIGHTS: FOUR WORK LIGHTS  IN TWO HOUSINGS AT REAR

AND TWO AT FRONT OF BOX FOR NIGHT OPERATION.
ELECTRICAL WIRE RUN THROUGH CONDIUT IN MIDRAIL.

INSTALLATION: INSTALLED ON YOUR DUMP-READY TRUCK, AIR-SHIFT PTO, PUMP, &
CONTROLS FOR NORTHWEST HYDRAULIC DRIVE OPERATION
100 GALLON SIDE MOUNT TANK INCLUDED. CATERPILLAR TIPPING HINGE SET SUPPLIED 
FOR SEVERE APPLICATION

STEPS: ONE STEP MOUNTED ON BOTTOM, TWO STEPS MOUNTED ON MIDRAILS
AND ONE INSIDE ON ROADSIDE.

MUD FLAPS: HEAVY-DUTY SWING STYLE MUD FLAPS.
PAINT: PAINTED ONE COLOR IMRON 5000 TBA; INCLUDES ALL DOT CONSPICUITY STRIPING

Easy to get replacement parts
1. DVA35 valve (DVA35A980 MRV2 SB8 PB90) (Parker)

Qty Code # TDN
Inlet 1 DVA35-A980 3489175002
inlet relief 1 DVA35-MRV-2 3911873004
work sections 1 DVA35-SB8 3489171017
outlet 1 DVA35-PB90 3489176004
bolt kit 1 DVA35-SK-1 3911873053
handles 1 DV35-H-8 3911873065

2. PGP 350 Pump (Parker)
A. Part number: PGP350A142EXAB25-25
B. Pressure should not exceed 2000psi. 

3. 277 Chelsea PTO (Parker)
A. depending on % of transmission part number 

may change please verify part number on PTO. 
B. Part number: 277XGFJP-B5RB
C. PTO – should not exceed 1500rpm.

4. Return Filter (Parker)
A. Return Filter part number: 50AT210BN25DDN
B .Replacement Canister: 929445

5. 6” Bore Cylinders (Custom) 
A.  S63DC-17


